
KPM - THREE PHASE ENERGY METER REFERENCE (MT 3000D)

Functions

q3PH current measurement (clamp) : 100

mA~ 120 A.

qSupport energy pulse optical/electrical pulse

input.

qLCD touch screen.

qSupport AC 100 V~264 V wide range supply.

qSupport large capacity lithium battery.

qInternal memory, and quickly record test

data.

qUSB and RS232 interfaces.

qColor LCD screen, supporting touch

operation.

qFront Panel Wiring: convenient for the user

to replace the test lead.

q220 V mains power supply or the lithium

battery mode available.

qInternal memory and quickly record the test

data, data can be transferred to the PC.

MT 3000D is a portable Energy
Meter Test Reference with 0.02%
& 0.05% Accuracy
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KPM MT3000D is designed specially for

energy meter testing professionals to test

Three phase energy meter at site.

KPM MT 3000D is a portable standard meter

specially used for energy meter on-site test, AC

sampling etc. It integrates the functions of

electrical parameter measurement, energy

meter calibration, connection mode

identification, harmonic analysis, waveform

display, phasor diagram display, data

management.

LCD  screen  6.4 inch display with resolution 
640*480 , the testing data and vector chart 

can be displayed in the same interface. 

qAccuracy: Class 0.02 or 0.05.

q3PH voltage measurement: 0~480 V.

q3PH current measurement (direct) : 50 mA~ 12 A.
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� Voltage input: 10 V~480 V, 6-digits decimal display.
� Current input (direct measurement): 0.05 A~12 A, 6-digits display.
� Current input (clamp measurement): 0.1 A~6 A, 6-digits display.

Three-phase Voltage/Current Measurement

Frequency/Phase
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Three-phase Power / Energy Measurement

General Specifications

� Power factor measurement range: -1.000 0... 0.000 0... 1.000 0.
� Standard energy pulse output: high frequency full range value corresponds to 60 kHz, low
frequency full range value corresponds to 6 Hz.
� Standard energy pulse input: frequency ≤ 200 kHz, voltage: 0... 3.3 V... 24 V.

Ordering Information 
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Connection Diagram

KPM THREE PHASE ENERGY METER REFERENCE (MT 3000D)

Key  Parameter Monitoring 

KPM MT 3000D



*All product specifications & pictures are subject to upgrade without prior notification

Connection Diagram

KPM THREE PHASE ENERGY METER REFERENCE (MT 3000D)

Key  Parameter Monitoring 

KPM ENGINEERING SOLUTIONS PVT. LTD.
815 A, 8th Floor, Unitech Arcadia, Sec 49,
Gurugram – 122018 ,Haryana
Website : www.kpmtek.com , Email : sales@kpmtek.com
Phone No : +91 124 4001088

KPM MT 3000D


